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Part # Gen-8-052

CorkSport Mazda and Mazdaspeed Stub Antenna 
For 2007+ Mazdaspeed & Mazda 3, 2007+ CX-7, 2011+ Mazda 2, 

2006+ Mazda 5, 2003-2008 Mazda 6 (n/a Mazdaspeed 6)

General Info.
Part #: Gen-8-052
Time Est: 5 Min
Wrench Rating: 1/5

Tooling List
Pliers 

Parts List
Stub Antenna

Pre-Installation Notes:
These instructions were written for reference only and the 
use of a factory service manual is recommended. Please read 
these instructions thoroughly prior to starting installation

Materials and Time:

Installation Instructions:
1. Remove stock antenna by turning it in a counter-clockwise 

direction from the base. If needed loosen with pliers being 
sure not to scratch your cars surface

2. Install the CorkSport antenna by screwing the antenna to 
the base using the set screw

3. To adjust the alignment of the of the CS logo, adjust the set 
screw slightly to move the threads for a more precise 
alignment. 
*Please check our knowledgebase for additional instruction on aligning  the CS logo.  

1. Make sure it is secured tightly to the base before driving 
your vehicle

What’s Next? – CorkSport LED Light Kit: Enhance the look of your interior by 
adding custom LED interior lights. Learn more at www.CorkSport.com

The stub antenna will only fit the above referenced 
models. If you have a different model Mazda including a 
Mazdaspeed 6, this antenna will not work on your vehicle. 

http://www.corksport.com/
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